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2.1

1.

2.

HSF 3 G - G 24

G 12 X 12 L 12 12V DC

G 24 X 24 L 24 24V DC

G 98 X 98 --- 98V DC

G 205 X 205 --- 205V DC 

WG 110 --- --- 110V AC 

WG 230 --- --- 230V AC
50 /
60 Hz
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3.

HSF 3:  t on = 30...40 ms; toff =  70...100 ms

HSF 4:  ton = 50...60 ms; toff =  110...140 ms

HSF 3  =  2,8 kg
HSF 4  =  5 kg

HSF 3  =  80 lpm
HSF 4  =  160 lpm

P, A, B, and R  =  400 bar;  Z and X  =  160 bar
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4.

 HSF 3...

 HSF 4...

G, D, E, C, L, H, F

(G1 to F1)

G, D, E, C, L, H, F

(G1 to F1)

B (B1) W (W1)

B (B1) W (W1)

Pg 9

Pg 9

A, B, P, R 13.95x2.62

X, Z 3.7x1.78

A, B 18.75x2.62

P, R 20.29x2.62

X, Z 3.7x1.78

M12,
12 deep

M8,
10 deep
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5.
5.1

5.2

$

%

HSF 3 G1-G 24 HSF 3 D1-G 24 HSF 3 G1-WG 230 HSF 3 D1-WG 230

Type DV... - WN 1F-...
acc. to D 4350 for idle
pump circulation

Pressure reducing valve type ADC 1-25 acc. to D 7458

Type
MVE 6C
acc. to D 7000/1

Type
MVE 4F
acc. to 
D 7000/1

Type ADC 1-25
acc. to D 7458

Type R 58.6-1.2
acc. to D 6010 S

HSF 3L- G 24 HSF 3L- G 24


